CONTRACT NO. 64858

F.AP TOTAL |SHEET
RE ] SECTION COUNTY | SHEFTS| NO.

w

CONCRETE HEADWALLS EROSION CONTROL DETAILS - "~

FOR PIPE DRAINS FOR SILT FENCE

i 600 (24) MIN, |

450 (18) O

STONE RIPRAP
CLASS 5A

VoS
12
100 (4) OR (6) 150 { T RODENT SHIELD ROADWAY
PIPE UNDERDRAIN AT 5 INSERTED INTO PIPE
— MATCH TO FIT SHOULDER
LN N FORE SLOPE
* P T T
; ___________ FORESLOPE
450 (18)
SEE STANDARD 601101 o — /8 D
FOR DETAIL OF RODENT SHIELD 3 = I
Z|Z "t Y Py P . \U\L ’ | ’ l ‘ l
;«E; = p BACKSLOPE
CLASS SI CONCRETE —
SILT FENCE \\U\U\L

ALL DIMENSIONS ARE IN MILLIMETERS (INCHES) UNLESS
OTHERWISE NOTED.

CONCRETE HEADWALLS FOR PIPE DRAINS 27.4
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SURVEY MARKERS TYPE Ii - HO RINGS - ON 14-GAcE
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GENERAL NOTES ops.
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A WITNESS MARKER SHALL BE INSTALLED
WITHIN 1° OF ALL PERMANENT SURVEY
MARKERS TYPE II EXCEPT IN AREAS WHERE
THE MARKER IS IN THE SIDEWALK. THIS
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